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Congratulations!  

You have just purchased one of the most powerful, easy to use and lowest 
cost data loggers available.  TOU SMARTloggers are characterized by:  

1. Ease of installation, no wires to connect 

 

Installs in seconds. Really!  

2. No Electricians needed 

 

Save some serious money!  

3. No computer needed for logger setup 

 

Leave the expensive tools in the office!  

4. Easy to use software for analysis and graphing 

 

Lots of useful features!  

5. High reliability  

 

You can count on the instruments to provide years of 
reliable data!  

6. Still the longest battery life in the industry (5+ years) 

 

Won’t let your project be derailed by a dead battery!  

7. NEW, Third Generation TOU SMARTlogger  features include: 

 

New Total On-Time Display! 

 

New Percent On Display! 

 

USB communications for faster data retrieval! 

 

Smaller size! 1/3 the size of the old ones! 

 

Replaceable Battery  

We are certain that you will find the new 3rd Generation TOU 
SMARTloggers to be one of your most-used survey tools.   
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What’s New With The 3rd Generation 

SMARTloggers™? 
A lot! The TOU 3G Loggers are completely redesigned.  

  Smaller:  About 1/3 the size of the old loggers. 
  Lighter:  Only 1.4 oz (200 grams) 
  Faster:  USB communication for <7 second downloads! 
  Upgradeable:  New features can be added through firmware updates 
  More Information:  5 digit LCD shows On-Time, Percent On 
  Easier:  User replaceable battery 
  New Version:  CONTACTlogger for switches and relays   

SMARTware

 

2006 
Though it looks almost the same, SMARTware 2006 is very different from 
earlier versions. New features include the following items and many 
other “under the covers” changes to just make the software friendlier, 
more robust, and easier to use.  

New Features For SMARTware 2006 
1. USB communication: 

-  Take advantage of the faster communication speeds of USB. Download a 
full memory from the logger in 7 seconds! 
-  Don’t worry about setting the port number in software. The USB does it 
automatically.  

2. Reprogrammable TOU Firmware:  Now changes, updates, and 
improvements can be uploaded into the loggers 

3. Import CSV File:  Makes changes to a data file in Excel then import it back 
to SMARTware for more analysis. 

4. Edit the Data:  Now the data can be edited for errors in the clock or 
removing records that are unneeded. 

5. Backward compatible with all legacy TOU SMARTloggers. 
6. Autolauncher starts SMARTware automatically when the communication 

cable is connected to the PC 
7. More information is shown in Status Screen including number of transitions 

recorded. 
8. More intuitive menu commands.  
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Quick Start: Get you up and running in 5 minutes!  

Install the SMARTwareTM 2006 Software on your Computer  

1. INSTALL THE SOFTWARE BEFORE CONNECTING THE USB CABLE!  Place the 
software CD into your CD or DVD drive. The software is Autoloading; just answer the 
questions. 

2. At the Choose Setup Type window click Typical then Next>. 
3. Windows will display a caution screen that says the software has not been tested for 

compatibility with XP. Don’t worry, it HAS! Click Continue Anyway and complete the 
installation.  

4. Next connect the USB communication cable to any USB port on the computer. 
5. When the New Hardware Wizard starts click the circle No, not this time and then Next>. 
6. Click Install the software automatically and then Next>. 
7. The Windows compatibility message will appear again, click Continue Anyway then 

Next>. 
8. SMARTware and your USB com cable are now ready to use with a SMARTlogger.  

Setup the TOU Logger for a Monitoring Session  

1. Double click on the SMARTware icon on the Windows Desktop to start the application.  

2. Connect the logger to a computer USB port with the USB Communication cable. 
(Note: SMARTware works with Windows 2000, XP and NT operating systems, but not 

Windows 98 or earlier operating systems.) 
3. With SMARTware open, click on Logger, and then Logger Clock

 

to set the Logger’s 
real-time clock to the correct, local time. 

4. (Optional) Use Logger; Edit Logger Description Line… to include an additional 
description in the logger.   

Begin Monitoring 

1. Disconnect the logger from the communication cable. 
2. Choose an appropriate location to place your TOU SMARTlogger. Page 7 
3. If using a LIGHTING, MAG, or CTlogger you may wish to set the logger's sensitivity level.  

Page 8. 

4. Verify that the on symbol , is displayed when the monitored device is on, and that the 
symbol disappears  when the monitored device is off. 

5. Clear the logger's memory with the RESET switch. Push and hold the button for several 
seconds until the display shows “rESEt.” 

6. Record the logger's location and serial number on a separate piece of paper for easy 
retrieval later. 

7. Sometimes a photo of the installation can make finding the logger at retrieval much easier. 
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